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This manual contains important safety instructions. Please read it carefully before using
your Guardian Tublift.

Assembly Instructions

Tools required: 1/2” open end wrench or small adjustable wrench

1. Unpack the Tublift. You should have the following:
a. Seat assembly and control valve
b. Cylinder assembly
c. Base assembly
d. Plumbing connection Figure 1
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1. Place the base assembly on a table
or on the floor. Unwrap the
cylinder assembly and insert the
round aluminum post at the bottom
of the cylinder assembly into the
base bushing as shown in Figure 1.

2. Remove the four 5/16” x 1¼”
bolts and spacers (item A and B in
Figure 1) from both sides of the
cylinder assembly and position the
seat assembly on the cylinder as
shown. Loosely install the top (A)
bolts with spacers between the seat
bracket and cylinder assembly.

3. Locate the drain tube. See Figure
2. It is the shorter tube coming
from the elbow on top of the
control valve. You will find a retainer
clip on this tube. Remove the clip.

With the seat assembly in position,
pass one of the bolts through the
small hole in the clip and loosely
install bolt in the lower position (B)
on the cylinder. Loosely install
remaining bolt. BEFORE tightening,
pass drain tube through the large
hole in the clip. Tighten all bolts
securely.

Pass the long 3/8” tube between the
seat and cylinder and fully insert
tubing through the nut and sleeve
and into the elbow at top of the
cylinder. Making sure it’s fully
inserted, tighten the nut. DO NOT
OVERTIGHTEN.

Figure 2


